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Part #11210.32 

1. Locking Latch     (2)
2. Pivot      (2)
3. Pivot Base     (2)
4. Long Binding Post    (2)
5. Short Binding Post    (2)
6. Hood Mount     (2)
7. JL Fender Gasket    (2)

8. JK Fender Gasket    (2)
9. JL Hood Gasket     (2)
10. JK Hood Gasket    (2)
11. M8 Flat Head Bolt    (2)
12. M6 Flat Head Bolt    (4)
13. M8 Nut      (2)
14. M6 Nut      (4)

Components

OMIX-ADA® TECHNICAL SUPPORT
PHONE: M-F  8am - 5pm EST 1-800-449-6649

FOR WARRANTY OR TECH CONCERNS EMAIL: webmaster@omixsupport.com

1

4

2
5

6

9
7

3

8

10

JK specific gaskets

13
11

12
14

Latch Assembly



 Copyright © 2020 Omix-Ada®, Inc.

460 HORIZON DR.  |  SUWANEE, GA 30024  |  PHONE: 770-614-6101  |  FAX: 844-270-0593  |  www.Omix-ADA.com

Locking Hood Catch; JK, JL & JT

Page 2/3

2. Using supplied M8 flat head bolt and nut, loosely 
attach locking latch assembly and fender gasket to 
OE fender.

Make sure to use the correct gaskets.

3. Using supplied M6 flat head bolt and nut, loosely 
attach hood mount and hood gasket to the vehicle.

1. Remove the factory hood catch.

JKJL & JT
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4. Secure the locking latch to the hood mount. Tight-
en M8 flat head bolt.

5. Release locking latch. Tighten M6 flat head bolt.

The Pivot Base and Hood Mount may 
need to be moved up or down to ensure 
smooth function.


