
Congratulations, you have purchased the fi nest air fi lter that money can buy. With proper care, this 
fi lter will last 1 million miles or more. This fi lter is a direct replacement for the stock air fi lter, the follow-
ing procedures MUST be followed to ensure the proper fi t and seal of the K&N® Air Filter.

INSTALLATION:

* FREE K&N® decal To register your warranty, please see us online at knfi lters.com/register.  FREE K&N® decal * 

THESE INSTRUCTIONS MUST BE FOLLOWED EVERY TIME THE FILTER IS SERVICED, 
OTHERWISE THE FILTER MAY NOT SEAL, AND DAMAGE TO THE ENGINE COULD RESULT. 

INSTALLATION INSTRUCTIONS
Part Number E-0782

• 1455 CITRUS St., P.O. BOX 1329, RIVERSIDE, CA., U.S.A. 92502   • TECH SERVICE 800-858-3333   • FAX 951-826-4001
• e-mail: tech@knfi lters.com®   •  WWW: http://www.knfi lters.com® 

This fi lter fi ts:  See catalog for current applications

1. Remove stock air fi lter per service manual and discard, retain 4 screws from stock air fi lter bracket.  
 These will be used in step 5.
2. Install K&N air fi lter into air box with K&N logo facing upward. Fig.1
3. Evenly press K&N air fi lter into air box. Fig.2
4. Place plastic brackets into grooves on top of fi lter. Fig.3
5. Using 4 screws from stock air fi lter bracket tighten screws until brackets are touching air box. 
 Fig. 4
6. Install air box per service manual.   
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