
US Speedo Install Guide 09-13 FORD F150 

XLT, FX4, LARIAT

09-13 FORD F150   ALL MODELS
1. Remember each needle location. Take 

a pic or make a diagram.

2. Turn the key to on, then OFF. Then take a 

picture of each needle location.
3. Take the picutre staight on so it is exact.

4. Remove the two 7mm screws above the 

speeometer, in the trim panel.

5.  Pull on each side trim panel. These are held 

in with only clips.
6. Each side just snaps out.

7. Remove the two 7mm screws from the top 

and bottom of the cluster..

12. Use the needle tool to remove the needles. The 

large hub needles, you will need to pick up on the hub 

and pry at the same time.

13. In the center of the speedo and tach, there 

is a clip, remove and save.

14. Remove the gauge face from the 

speedometer.

15. On the back side of the new US Speedo 

gauge face, remove the clear liner.

10. Remove the lens. There are some snaps on the 

side also.

11. Twist only the 4 small motors to the left and 

remove. DO NOT twis the large 2.

8. Press on the tab in the center of the connector 

to release.

9. Take the cluster inside to a clean enviromnment 

to install. Remove 2 screws.
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Correct needle placement with the key off.

16. Place the new gauge face in the correct location.
17. Take cluster back to the truck and plug in, Turn 

key on and then OFF.

18. Set each needle to match the location in your 

pictures. Do not press the needle down completely.

19. After you have each needl set, 

unplug the cluster.

20. While unplugged, move the needle to 

the right.

21. Plug the cluster in. Each needle should move 

back to the correct location. 

22. If a needle is not in the correct location, 

unplug the cluster, refer to step 12 and start 

again.

23. Once you have each needle correctly placed, 

use the handle as a height gauge for the hub of 

each needle.
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